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PREPARATION FOR INSTALLATION

ATTENTION! Dimensions may vary by up to 3/8". It is highly recommended to get
all dimensions of actual model for installation and measuring purposes.

ATTENTION! Measurements in inches are rounded to the nearest 1/8".

TECHNICAL DATA
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Customer Service Phone: 562-229-0088. (Monday - Friday 9 AM - 5 PM Paci�c Time)
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Max spout flow rate 4.5 GPM at 80  PSI
Max hand shower flow rate 1.8 GPM AT 80 PSI
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FREESTANDING FAUCET

PARTS & COMPONENTS

No
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Component
Faucet Body
Diverter cartridge
Lock Nut
Diverter Handle Tip
Set Screw
Handle Cover
Handle Cover
Set Screw
Index Cap
Handle Tip

Lock Nut
Cartridge
Fa u c e t   Tu b e
Base Cover
Flexible Hose
Explosion Screw
Triangle Pod
Shower Hose
Hand Shower Post
Hand Shower
O-Ring
Washer
Screw
O-Ring
Diverter
Plas c Sleeve
O-Ring
Faucet Spout
Aerator

TOOLS REQUIRED FOR INSTALLATION

OTHER TOOLS MAY BE REQUIRED

R
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Handle Cap

Basin Wrench Adjustable Wrench Teon Tape Silicone Sealant Screwdriver
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FREESTANDING FAUCET

R

WOODBRIDGE 
INSTALLATION INSTRUCTIONS
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INSTALLATION INSTRUCTIONS FOR FLOOR MOUNT TUB FILLER FAUCET

BEFORE BEGINNING INSTALLATION:

Step 1: Insert the faucet tube into the base cover. Step 2: Thread the tube onto the moun ng tripod.

Step 3: Hand ghen the hot and cold exible water supply line 
 onto faucet body.
DO NOT USE wrench or Spanner to ghten as it could damage 
the O-Ring on the supply lines.  The exible supply line are to 
be  ed onto correct inlets for Hot and Cold water.

Step 4: Insert faucet body assembly onto the faucet tube from 
the top and hand ghen it.Make sure the exible water supply 
lines go through the tube smoothly.
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Hot Cold

Hot Cold

Step 5: Locate the faucet assembly onto the rough valves from 
oor, and secure the connec on of inlet supply lines to the valves. 
DO NOT reverse the Hot and Cold supply.

6
Step 6: Secure the moun ng tripod onto the oor using the 
a ached moun ng screws.

Step 7: Use the explosive screw to x the base on the oor and 
place the base cover over the valve.

Step 8: Make sure the black gasket is in the hose end with ats, 
thread hose onto outlet and ghten it.  Turn the supply lines on 
and turn the handle to full operate posi on, hold the hose inside 
the tub and let it ush for one minute.

Black gasket
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9 10
Step 9: Install hand held shower to the hose and check for any 
leak between hose connec on and hand held shower

Step 10: Remove the aerator from the spout (if any) and switch 
the diverter from hand held shower to spout mode and and let 
both hot and cold water ush for one minute to clear any debris
from water lines.  Replace aerator and faucet is ready to use.

WARNING !

DO NOT LEAN ON, STEP ON OR USE THIS FAUCET AS A SUPPORT TO GET IN AND 

GET OUT FROM THE TUB.

Customer Service Phone: 562-229-0088. (Monday - Friday 9 AM - 5 PM Pacic Time)
 Or Email: help@woodbridgebath.com

Thank you for using WoodBridge products!

Powered by TCPDF (www.tcpdf.org)

                               5 / 5

http://www.tcpdf.org

